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FIRE PREVENTION DESIGNATION
FOR NORMAL EVACUATION ACCORDING TO JUS

The sign belongs to the group of fire signs. It is placed in the direc-
tion of normal evacuation.

It is brought into accordance with the present JUS provisions. The
graphic form and the dimensions are determined in our organization in
the consultation of Fire Department of Ministry of Internal affairs.

The sign is designed so that it is totally symmetrical for the left and
the right directions.

The sign made in such manner meets the legal regulations, but it
visually yields no needed information to ignorant persons. Therefore, we
recommend that beside this sign an accessory sign at the fire pictogram
“PPI1” or “PPr” should be used.

dimension: Standard dimension of the FP designation is 250 x 100 mm.

color: The background is of milky white clirit with the symbol painted in
green.

material: Milky white clirit, 3 mm thick.

production technique: By engraving by the programmed CNC machine the
symbol is engraved and it is painted in green.

installation: By two ornamented screws.

* On special request signs - numerals to the symbol, which designate the number and the
length of fire pathway according to JUS at normal evacuation may be added.

technical description: FP DESIGNATION FOR NORMAL EVACUATION ACC. TO JUS
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*The sign is designed so that it is totally symmetrical for the left and the right directions.

technical drawing: FP DESIGNATION FOR NORMAL EVACUATION ACCORDING TO JUS
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