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In the production program there is also the manufacturing of electrotechnical and
technical inscriptions to designate the accompanying equipment on the object. Although they
do not directly belong to the elements of visual communication, these inscriptions are unavoidable
on each object.

Besides the inscriptions mentioned above, there are a complete series of various desig-
nations for further information, as for example, discrete designations to designate the points
on the wood panel and on the lowered ceiling under which there are situated the valves, the
transfer cases, air - conditioning chambers, revisions, cusps, warning devices and similar.

THE SUMMARY OF TECHNICAL ELEMENTS AND THE ACCOMPANYING DOCUMENTATION
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The solvency of the firm

INFOFORM has been registered for the business in production and
engineering in the sphere of graphic activities.

The field of visual communication and technical designations are
the basis of our activities.

The company has been operating continuously since 1987.

In our activity until now we have been operating successfully and
have significant references in completely performed visual communication
for the greatest objects in Belgrade.

We have the most modern equipment with independent development
and the accompanying technology in fonts in all languages in the world.
In Serbian and Russian we have a complete project documentation with
significant references in projecting and performance.

For all visual communication elements we possess the necessary
project documentation.

The quality of the material, the professional accomplishment and
especially the obedience of time - limits, they all are recommendations for
us in all businesses we are in competition for.

Director

/

Branko Stevanovic

THE SOLVENCY OF THE FIRM

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
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THE REFERENCES

for the production of visual communication in the objects

IN BELGRADE

- THE BUSINESS BUILDING OF JUGOPETROL IN NEW BELGRADE
- THE ADMINISTRATION OF THE DEPARTMENT STORES IN BELGRADE
- THE ADMINISTRATION OF THE GOODS RESERVES

- HOTEL HYATT

- GENEX APARTMENTS

- INEX-INTEREXPORT

- THE NATIONAL BANK

- THE ADMINISTRATION OF JUGOBANKA

- THE ADMINISTRATION OF BEOBANKA

- YUGOSLAYV - SWISS BANK

- MB PKB BANK

- THE STOCK MARKET

- THE FEDERAL OFFICE OF STATISTICS

- SERVICE OF INFORMAL ACCOUNTANCY OF SERBIA

- and many others

IN NOVI SAD

- THE SCHOOL OF MECHANICAL ENGINEERING
- THE BANK OF VOJVODINA

- THE LOTTERY OF VOJVODINA

- CONSTRUCTION COMPANY NEIMAR

- AGROVOJVODINA COMMERCIAL SERVICE

- AGROVOJVODINA EXPORT-IMPORT

- and others

IN RUSSIA

- HOTEL URA]J

- IMPERIAL BANK

- ZBER BANK

- WHITE LAKE SANATORIUM

THE REFERENCES

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
Any use of this documentation for the purpose of designing and performance without the agreement by the author is prohibited. ()3



-
ﬂmﬁ@fg}' TN1) 11 223 Belgrade, Dragise Vitosevica 5, tel. 011/390 78 79 fax. 011/390 79 80

THE AGREEMENT TO THE USAGE OF THE PROJECT
DOCUMENTATION FOR ELEMENTS OF INFOFORM
VISUAL COMMUNICATION PROTECTED BY AUTHORSHIP
RIGHTS

Conformity has been granted

to the company

to the planner

that he (they) may use the project documentation of INFOFORM in
the sense of copying without any compensation.

for the object

ordered by the investor

To obtain this agreement, you need to fill in the data required in this
leaf and to submit to INFOFORM to be certified.

The signature and mark of the donor of the agreement

date

THE AGREEMENT FOR USAGE OF THE PROJECT DOCUMENTATION

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
Any use of this documentation for the purpose of designing and performance without the agreement by the author is prohibited. 04
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THE AGREEMENT TO THE USAGE OF THE PROJECT
DOCUMENTATION FOR ELEMENTS OF INFOFORM
VISUAL COMMUNICATION PROTECTED BY AUTHORSHIP
RIGHTS

Conformity has been granted

to the company

to the planner

that he (they) may use the project documentation of INFOFORM in
the sense of copying without any compensation.

for the object

ordered by the investor

To obtain this agreement, you need to fill in the data required in this
leaf and to submit to INFOFORM to be certified.

The signature and mark of the donor of the agreement

date

THE AGREEMENT FOR USAGE OF THE PROJECT DOCUMENTATION
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GENERAL PROVISIONS AND THE REMARKS ON PROJECTING

We wish with this project documentation to spare the precious time and to
release them from solving of all details, which have been already solved successfully
in our company and are being applied in the form of standard solutions. In return
we expect the remarks and recommendations to our documentation as well as
possible projecting.

After receiving the certified agreement to the usage of our project docu-
mentation, the projecting house, more exactly, the architect - planner could use it
without any compensation. This agreement is only generally and to go into effect
for each individual object to be projected, it is necessary to submit the information
about the object to INFOFORM.

Considering the performance in accordance with the project, all the per-
formers, as well as INFOFORM, are taking part on the auction under the same
conditions. Other performers may offer their own solutions and symbols and use
the same materials and the same equipment. Our standard solutions are based on
the products and materials of the American company NEW HERMES, according
to our opinion, the best products of that type in the world market. For purposes of
the public auction on investment, to avoid the assignation of the producer of mate-
rials and to assure the satisfactory quality, we propose the following clause to be
put into the preamble of the preliminary measurement and preliminary account.
The same or even better products, referring to all positions in the preliminary
measurement and the preliminary account.

We have to note some facts from the experience of our business till now.
Some companies performing the same activities as ourselves and taking part on the
auction as our rivals many times had been offering inadequate solutions of unsatis-
factory quality. In such cases the investor is the one who has been harmed, we re-
commend the technical documentation and the samples of the offered solutions to
be required considering that the designed solutions of the INFOFORM are protected
by the authorship rights.

The agreement to the usage of the documentation protected by authorship
rights was made in two copies, sheets 04 and 05.

After the completion of the design and after filling up the table of the cumu-
lative view, the preliminary measurement has to be made with very short descrip-
tions and in quantities, given in our own documentation. On the basis of this pre-
liminary measurement we are able to offer the individual and the total prices of
the elements of visual communication, needed for completion of the preliminary
account, very quickly on the same day.

Every complete set of the project documents is to be delivered on signature
by means of the adequate form. These records make possible the delivery of supple-
mentary information or possible changes made in the next period.

We are able to make the standard inscriptions in Cyrillic or Latin alphabet
and to offer a larger number of fonts, with all program font transformations as
making narrow, widening and slanting.

With this design documentation only our standard solutions have been
worked out with the remarks on possible special manufacturing. The term “special
manufacturing” has been used to make an unambiguous distinction between these
products and the standard ones. In practice, considering the good technical equip-
ment, we are able to meet a large number of requests for special manufacturing
quickly and easily and at the prices near those of standard products.

GENERAL PROVISIONS AND THE REMARKS ON PROJECTING page1l
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All materials needed for manufacturing of standard products in all colors
offered we keep on our permanent stock in sufficient quantities. All our offerings
comprise the production of elements of the materials from the existing stock. This
permanent stock of materials and colors offered does truly charge the price of the
products, but on the other hand it yields to the investor an exceptional assurance
to get just that what had been offered. We use to offer to the investor, besides the
bank guarantee, to see also the materials needed for the production of the offered
objects before admitting the offer.

At using of the design documentation only the sheets needed may be
used, always keeping in mind that the technical description and design are constituen
parts of the documentation.

All symbols and inscriptions are made by the engraving technique with
programmed machines and the form of symbols is therefore adapted to those
techniques.

We suggest that the documents be designed by the sequence given in the
survey of the elements what will make the projecting easier. It is a regular occurrence
that at the designing visual communication, especially on newly designed objects, the
designer wants certain data to the names of services, spaces, the names of officials
and similar for the reason that the investor - user still did not define them. To over-
come such problems we formed the prices by an average text got at by the experience
at a business object. In the case that, for instance, at the projecting of the central
information board the name of a service on a floor is missing, it is needed only to
anticipate one empty horizontal tape in which the needed text would be engraved
before or after the installation of the information board. As the tape is easily accessible
and the whole text of the information table has been memorized in the computer,
there is no worry that the text subsequently added would be different from that
earlier made, and the price would be the same. Most often the names of the officials
are missing which would be practically the case only after “move in” of the officials.

The major part of designing consists of the choice of elements and colors
and of engraving of the adequate symbol from the legend and on the foundations
of the floors. For that reason, at forming of the legend we took count that the sym-
bols be as simple as possible for drawing. The most often used and the most nu-
merous elements as the room number and the key pendant have been shaped most
simply as a circle or a square. Because of the possible identity of the symbols to
those of another kind of design we suggest the usage of special shapes of back-
grounds for this kind of design only.

Because of numerous requests by designers for making a more complete
designing documentation and considering the experience and references we have,
we decided to enlarge our present documentation. The present documentation
included mainly the technical descriptions and technical drawings. For shortage of
this kind of documentation, although it has been always gladly accepted by the
designers, during designing, there also emerged requests for additional data as the
short description of the positions for preliminary measurement and preliminary
account, the price of the elements, the legend for designation of the elements on the
background, possible colors, materials and similar. The majority of these requests
we worked out and prepared, so that it is possible to photocopy them and to put
them into the project directly without the previous retyping or crossing out. On
special request we may deliver the parts of this documentation on the special tracing

paper.

GENERAL PROVISIONS AND THE REMARKS ON PROJECTING page 2
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STANDARD MATERIALS

The basic materials we are making the visual communication elements of,
are the products of the American producer NEW HERMES. The reason why we
took this producer is very simple: the greatest, the oldest and the most complete
producer of this kind of material. It is not needed to say the best too, for the reason
that there is not any serious rival to them in the world market. Three basic kinds
of materials are in our permanent store in sufficient quantity. GRAVOPLY,
GRAVOGLAS and anodized aluminum. They make the basis of our production, and
therefore we call them standard. The only local material is the clirit of Galenika
which we use as an alternative material.

GRAVOPLY

A double - layered, specially purposeful PVC material whose each layer has
its own color and whose upper layer is intended for engraving. When the upper,
thinner layer has been engraved (taken away), below it emerges the lower layer of
different color. The colors of each layer have been chosen so to show suitable
contrasts, and they are given on a separate page. The thickness of the material we
keep in our store is 0.8 mm.

The materials we obtain in the dimension of 610 x 610 mm in a special
packaging and with a protective wrapping. Such an irreproachable material is a
basis for manufacturing of a good product.

If needed, we wrap the materials with the double glue - coated tape 3M 486MP,
that provides the connection of quality with the background.

The material is intended for interior installation.

GRAVOGLAS

NEW HERMES’ special purpose ACRYLGLAS of the thickness of 3.2 mm.
The material is glass-like transparent, and at the backside plastificated in golden,
silver, black and blue. By engraving the text at the backside the plastificated layer
is removed as deeply as to the transparent layer, and then it has been filled up with
one of the contrast colors.

The material is intended for the exterior installation and no service is needed
for maintenance.

It is very suitable for the inscriptions on public objects and restaurants, for
he reason that text could not be stained or damaged.

We obtain it in the dimensions of 1220 x 610 mm.

It is most often attached to the background by a screw or ornamented screws
which we deliver together with the inscriptions.

ANODIZED ALUMINUM

It is similar to the eloxated aluminum but is of a better quality and more
table. The special purposeful product of NEW HERMES for the top signboards and
exterior inscriptions. It has been produced in golden and silver opaque colors, the
readability to be as better as possible, as well as to avoid any reflection from the
sun. Besides these two colors we also have the black anodized and electropolished
aluminum, which, in combination with yellow, red and white letters is very effective,
but it is used and ordered very seldom in practice in spite of our suggestion. The
golden anodized aluminum is most effective with engraved black letters, whereas
on the silver aluminum there are various successful combinations of colors. The
signboard engraved with a programmed machine, painted with purposeful colors
of quality remains unchanged and irreproachable for a long series of years.

The material we obtain in the dimension of 100 x 500 x 2 mm.

To the background it is attached by the screw and ornamented screws which
wedeliver together with the signboard and in the special cases it is to be attached
with the “covered” screws.

*The NEW HERMES brass may be used on special request.
STANDARD MATERIALS

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
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STANDARD COLORS OF MATERIALS

GRAVOPLY MATERIAL

The first color represents the basic color and the second the color of
the engraved text:

black-white
white-black
white-red
yellow-black
yellow-red
tan-black

red-white
blue-white
green-white
gray-black
gray-white
brown-white

brown veneer-white
violet-white

silver opaque-black
golden opaque-black
silver striped-black
golden striped-black
bronze-white

GRAVOGLAS MATERIAL

The background color of material is:
silver, golden, black and blue
the text is painted in the color after request.

ANODIZED ALUMINUM

The background color of material is:
golden, silver and black
the text is painted in the color after request.

CLIRIT

We are keeping in stock:
transparent, milky white, yellow, red, blue, green and black clirit which
may be engraved and painted in the requested color.

*All mentioned colors of the material we have got in sufficient quantities in our permanent
store and therefore we name them standard. The filling up colors we have got in basic
shades. On special request there may be provided other colors of the materials too,
comprising that it ought to be borne in mind a longer period of time as the materials are
imported from the USA.

STANDARD COLORS OF MATERIALS

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
Any use of this documentation for the purpose of designing and performance without the agreement by the author is prohibited. 09
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THE LEGEND TO DESIGNATE STANDARD ELEMENTS
OF VISUAL COMMUNICATION BASED ON THE DESIGN

firm

house number

working hours

central wall board of information
floor wall board of information

wall way-sign

corner way-sign

floor designation plate

cut out numbers of floors

aluminum profile Al 80

“new hermes” door designations
designations of technical spaces
transparent space designation label
space designation numbers

/1-12 pictograms

FP normal evacuation according to JUS
FP emergency evacuation according to JUS
FPl, FPr, FPe, FPen, PPex pictograms
hydrant

/1,2, table on desk inscription
standard key pendant

hotel key pendant

key board

meofezfteoNmesvvmmy N |

THE LEGEND OF STANDARD ELEMENTS OF VISUAL COMMUNICATION

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
Any use of this documentation for the purpose of designing and performance without the agreement by the author is prohibited. 10
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PRELIMINARY MEASUREMENT AND PRELIMINARY ACCOUNT OF
STANDARD ELEMENTS OF VISUAL COMMUNICATION

for all the positions of the preliminary measurement it is comprised:

- the manufacturing and delivery according to the technical description and technical
drawing of INFOFORM

- it is needed to submit the text and the alphabet (Cyrillic or Latin)

for the public investment auction purposes it is necessary to add:

- that all elements offered have to be of the same or the better quality than the
designed what is documented by the documentation and by the samples

- that all the offerers are offering their own solutions of symbols, fire - signs,
the shapes of pictograms and pendants considering that the designed solutions
are protected by the authorship rights

FIRM
(material, dimension, color)
pieces

HOUSE NUMBER
pieces

WORKING HOURS
pieces

CENTRAL WALL BOARD OF INFORMATION
(dimension, the number of horizontal tapes, color)
pieces

FLOOR WALL BOARD OF INFORMATION
(dimension, the number of horizontal tapes, color)
pieces

WALL WAY-SIGNS
pieces

CORNER WAY-SIGNS
pieces

FLOOR DESIGNATION PLATE
pieces

CUT OUT NUMBERS OF FLOORS
(color)
pieces

ALUMINUM PROFILE Al 80
(the height of the profile, dimension and the color of inserts, the color of tapes)
pieces

“NEW HERMES” DOOR DESIGNATIONS
(dimension, the color of insert)
pieces

PRELIMINARY MEASUREMENT AND PRELIMINARY ACCOUNT OF
STANDARD ELEMENTS OF VISUAL COMMUNICATION page 1
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SIGNS OF TECHNICAL SPACES
(color)
pieces

TRANSPARENT LABEL TO DESIGNATE THE TECHNICAL SPACES
pieces

NUMBERS TO DESIGNATE THE SPACES
(color)
pieces

PICTOGRAMS
(color, the total quantity from cumulative view)
pieces

FP DESIGNATION FOR NORMAL EVACUATION ACCORDING TO JUS
pieces

FP DESIGNATION FOR EMERGENCY EVACUATION ACCORDING TO JUS
pieces

FP PICTOGRAMS
pieces

HYDRANT DESIGNATION
pieces

TABLE OR DESK INSCRIPTIONS
(single or double sided, the color of inserts)
pieces

STANDARD KEY PENDANT
pieces

HOTEL KEY PENDANT
pieces

NUMBER DESIGNATIONS OF PLACES FOR THE KEYS
(color)
pieces

KEY BOARD
pieces

INVENTORY PLATES
pieces

SAFETY PIN - LAPEL INSCRIPTION
pieces

TOTAL

*If the designed elements were under “special manufacturing”, they are to be described
and added to the preliminary measurement behind the standard designations.

PRELIMINARY MEASUREMENT AND PRELIMINARY ACCOUNT OF
STANDARD ELEMENTS OF VISUAL COMMUNICATION page 2
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FIRM

Under the notion of the firm in this description it is understood the
signboard at the entrance to the object - premises.

The main condition that the firm has to meet is that the firm be
correctly made in graphic and technical sense. Besides, the firm is to be
intended for external installation, what means to remain unchanged - readable
after a longer series of years and therefore we are making the firms in the
engraving technology on the materials of the best quality.

A standard firm comprises the manufacturing of the firm with one of
our standard fonts in Cyrillic and Latin alphabets and of standard dimensions.
The manufacturing of logotype or of trademark is considered as a special
requirement and has been specially defined.

dimensions: Standard dimensions of signboards made of anodized alumi-
num are: 500 x 320 mm and 320 x 240 mm, and the firms made of GRAVO-
GLAS are 400 x 300 and 300 x 200 mm.

colors: The colors of signboards made of aluminum and GRAVOGLAS are:
golden, silver and black. Standard colors to paint the engraved text are: black,
red, white and blue.

materials: Electrolytic and anodized (opaque) aluminum and GRAVOGLAS
(two - layered transparent plastic engraved and painted at the back side).
Both materials are special purposeful materials for external installation and
are the products of the American company NEW HERMES.

technique of the inscription of the text: By engraving with programmed
CNC machine and painting of the engraved text.

installation: By ornamented eloxated screws (in the color of the signboard)
delivered together with the signboard.

* The manufacturing of the firm on the brass may be done on special request, but we do not
recommend it because its maintenance is burdensome. The manufacturing of signboards of
non - standard dimensions is also available.

technical description: FIRM
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technical drawing: FIRM
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HOUSE NUMBER

The house number is the first and unavoidable element of visual
communication on a business object.

Suitably placed, of large size and readable house number is the best
welcome to any new visitor to the object.

In practice, if it exists at all, it is a rare case to find it correctly written
and correctly placed on the object. That is the reason why our company
devoted this introductory text to the house number and to the special atten-
tion in production.

The number is made of GRAVOGLAS material in blue with reversibly
engraved numerals white in color. The numbers are from the font HELVE-

TICA.
The number made in this way resists the time a long series of years.

dimension: The size of the number is 200 x 150 mm.

color: Blue background, white letters.

material: GRAVOGLAS 3.2mm in thickness, product of NEW HERMES (USA).

production technique: Engraving with programmed CNC machine and
painting of the engraved text.

installation: By ornamented screws.

*The manufacturing of house numbers with individually perforated numerals of various
sizes and materials is also possible.

technical description: HOUSE NUMBER
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technical drawing: HOUSE NUMBER
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WORKING HOURS

The inscription plate with office hours is placed most often on the
fixed part of the entrance door.

The text, more exactly, the concrete office hours are to be engraved
on request.

The inscription may be made in Cyrillic or Latin alphabet as well
as all other standard inscriptions.

Because of external installation we suggest the choice of materials
in which the engraved text is not white for better maintenance.
dimension: Standard dimension is 200 x 150 mm.

color: By the choice of architect - designer from the shade - chart of the
producer with more than 20 shades.

material: two - layered GRAVOPLY material - the product of NEW HERMES.
production technique: The engraving of the text with CNC machine.

installation: The sign is attached to the background with both sides glued
tape 3M 468MP which provides a solid connection to the background.

*On special request the inscription of the office hours may be put on the inner side of the
glass, or the inscription of double office hours with an added text: open - closed.

technical description: WORKING HOURS
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technical drawing: WORKING HOURS
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CENTRAL WALL BOARD OF INFORMATION

The central information board provides a complete information to
the visitor to the object. The board is placed at the entrance to the object.

The board consists of modulating elements - tapes with the needed
text, the arrow or symbol, drawn into the aluminum profiles. The profiles
are attached to the carrying basis, and the whole board is framed by the Al
frame which is removable and the individual elements could be exchanged
during the use of the object.

dimension: The standard width of the information board is 500 and 750 mm.
The height of the board and the number of exchangeable elements are not
limited and are to be determined by the need and the room available. The
total thickness amounts to about 20 mm.

color: On the choice from the producer’s shade chart of more than 20
shades. The combination of colors is possible to provide a better scanning
and the distinction of the floors, services, directions, firms and the like.

material: The profile the inscriptions are to be drawn into and the board
is to be framed into is a purposeful eloxated Al profile product of the
American company NEW HERMES. The inserts with the needed text, the
arrows and the symbols are of two layer GRAVOPLY material of the thick-
ness of 0.8 mm, the NEW HERMES product.

the technique of the text and symbol production: Engraving by the
programmed CNC machine in Cyrillic and Latin alphabets as well as the
engraving of international symbols, pictograms and arrows.

installation: By means of the attachment outfit delivered together with
the board.

*The manufactured inscriptions are kept in the performerc¢s memory - archives, what makes
it possible a quick manufacturing and total identity of at any exchange during use of the
object. On special request it is possible to manufacture an information board 1500 mm wide.

technical description: CENTRAL WALL BOARD OF INFORMATION
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technical drawing: CENTRAL WALL BOARD OF INFORMATION
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FLOOR WALL BOARD OF INFORMATION

The floor information board provides a complete information about
the floor it is placed on. The board is placed next to the elevator door or
next to the main staircase. If there are many single elevators in the object,
the adequate number of boards are to be placed.

The board consists of modulating elements - tapes with the needed
text, the arrow or symbol, drawn into the aluminum profiles. The profiles
are attached to the carrying basis, and the whole board is framed by the Al
frame which is removable and the individual elements could be exchanged
during the use of the object.

dimension: The standard width of the information board is 500 and 750 mm.
The height of the board and the number of exchangeable elements are not
limited and are to be determined by the need and the room available. The
total thickness amounts to about 20 mm.

color: On the choice from the producer’s shade chart of more than 20
shades. The combination of colors is possible to provide a better scanning
and the distinction of the floors, services, directions, firms and the like.

material: The profile the inscriptions are to be drawn into and the board
is to be framed into is a purposeful eloxated Al profile product of the
American company NEW HERMES. The inserts with the needed text, the
arrows and the symbols are of two layer GRAVOPLY material of the thick-
ness of 0.8 mm, the NEW HERMES product.

the technique of the text and symbol production: Engraving by the
programmed CNC machine in Cyrillic and Latin alphabets as well as the
engraving of international symbols, pictograms and arrows.

installation: By means of the attachment outfit delivered together with
the board.

*The manufactured inscriptions are kept in the performer’s memory - archives, what makes
it possible a quick manufacturing and total identity of at any exchange during use of the
object. On special request it is possible to manufacture an information board 1500 mm wide.

technical description: FLOOR WALL BOARD OF INFORMATION
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technical drawing: FLOOR WALL BOARD OF INFORMATION
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WALL WAY-SIGN

These way-signs are used as added signs on the way between the
information boards and the rooms. They are used in cases if it is not to come
to the wanted place with the information from the information board.

Of all our standard elements the wall way-sign is most seldom
manufactured because of the specificity of the objects themselves.

The wall way-sign, besides the necessary text, includes also an
adequate arrow.

On the way between the information board and the aim there are
one or more way-signs placed as needed.
dimension: The width of the board is 300 mm, and the height is 60 mm.
color: The color of milky white clirit with the text painted in black.
material: Milky white clirit, 3 mm thick.

production technique: Engraving with programmed CNC machine and
painting of the engraved text.

installation: By two attachment screws. Depending on basis with wedges
or on the wood or metal directly.

*On special request there may be manufactured wall way-signs of various forms and dimen-
sions, perforated in the shape of an arrow or with engraved direction. The wall way-sign
may be attached by the plain head screw and then be used as a background upon which a
way-sign of GRAVOPLY material could be placed.

technical description: WALL WAY-SIGN
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technical drawing: THE WALL WAY-SIGN
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CORNER WAY-SIGN

Just like the wall way-signs, the corner way-signs are used to provide
an added information on the way between the information boards and the
individual rooms. They are used if the information from the information
board is not sufficient to come to the aim unambiguously.

From the wall way-signs they differ by the construction adapted to
yield the information of further movement and direction, which is vertical
to the wall or to its placement.

The corner way-sign consists of Aluminum profile carrier into which
it is inserted an inscription of white clirit with the engraved and painted
text.

On the way between information board and the aim usually one or
more way-signs are placed as needed.

dimension: The way-sign dimension is 300 x 100 x 3 mm.

color: The color of milky white clirit with the text painted in black.

material: Aluminum profile carrier NEW HERMES (USA) and 3 mm
thick milky white clirit.

production technique: Engraving with programmed CNC machine and
painting of the engraved text.

installation: By two attachment screws. Depending on basis with wedges
or on the wood or metal directly.

* On special request a colored insertion - inscription of GRAVOPLY material may be
manufactured in the desired color.

technical description: CORNER WAY-SIGN
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technical drawing: CORNER WAY-SIGN
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FLOOR DESIGNATION PLATE

The standard plate to designate the floor means a more simple and
less expensive variety of designation of the floor. It is most suitable to
designate the accessory and fire escape staircases, the technical levels and
the elevator panes.

It is suitable to designate the floors in business and apartment
buildings and it is placed before the elevator and in the staircase.

The standard plate is produced both in Cyrillic and Latin variants
with font HELVETICA. In the Cyrillic variant the floor number is in Arabic
numerals and in the Latin variant in Roman numerals.

dimension: The width of the board is 300 mm, and the height is 60 mm.
color: The color of milky white clirit with the text painted in black.

material: Milky white clirit, 3 mm thick.

production technique: Engraving with programmed CNC machine and
painting of the engraved text.

installation: By two attachment screws. Depending on basis with wedges
or on the wood or metal directly.

* On special request the standard plate may be attached by plain head screws and attach
a new one of identical size of GRAVOPLY material of one of the standard colors over it.
The manufacturing of a plate of self - sticking GRAVOPLY material is also possible if it is
to be placed on marble, glass or wood paneled wall.

technical description: FLOOR DESIGNATION PLATE
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CUT OUT NUMBERS FOR FLOORS

The floor designation by the special self - sticking numbers of GRA-
VOPLY material is most often used in modern business buildings in which
the interieur is made in marble.

The cut out numbers for floor designation are placed in front of the
central elevator and in the central staircase.

Besides yielding the necessary information about the floor, the nu-
merals and the numbers with their pleasantness contribute to the improve-
ment of the visual impression of the building.

The numerals are Arabic, perforated from the font HELVETICA BOLD.

dimension: The height of numerals is 150 mm.

color: By the choice of architect - investor from the producer’s shade chart
with more than 20 shades.

material: GRAVOPLY material, an American producer NEW HERMES
product.

production technique: Cutting by the programmed CNC machine.

installation: The numeral is attached by double self - sticking tape 3M 468MP
which provides a solid connection to the background.

*The manufacturing - cutting off the numerals of other dimensions and of other materials is
available. We are also producing the cut through backgrounds of clirit if a numeral is to be put
on the paravent, the facade brick or the like.

technical description: CUT OUT NUMBERS FOR FLOORS
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technical drawing: CUT OUT NUMBERS FOR FLOORS
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ALUMINUM Al 80 PROFILE FOR DESIGNATION OF SPACES

Aluminum Al 80 profile for designation of spaces provides a complete
durable information of quality for a single room. Besides, it makes possible
an easy and quickly done exchange of individual parts.

It consists of a carrying eloxated aluminum profile into which are
inserted the exchangeable inscriptions to designate:

- the number of the room,

- the name of the service,

- the name of the official,

- the number of spare inserts needed and
- the border insert

Disregarding the various numbers of officials, and because of the
esthetic outlook of the rooms in a series, it has been used to accept one and
the same size suitable to the majority of rooms, but in exceptionally large
rooms it is used to place one or more profiles one beside the other.

dimension: The width of the carrying Al 80 profile is 80 mm and the height
depends upon the number of officials in the room. The standard height of
the inscription for the room number and for the name of the service is 20 mm,
and the names of officials and border plate are 10 mm.

color: By the choice of architect - investor from the producer’s shade chart
with more than 20 shades. The color combination is possible to provide a
better scanning and the numerals and the services to become differed from
the names of the officials, or that the services could be differentiated from
each other by their colors.

material: The carrying profile is purposeful, the eloxated aluminum profile
from the American company NEW HERMES. The insert with the room
number, the name of the service, the name of the official and the border
inscription, too, is the two - layered GRAVOPLY material of the thickness
of 0.8 mm, a product of the same company.

production technique: Engraving by the CNC programmed machine in
Cyrillic or Latin alphabet. The size and shapes of letters may be chosen at
will, and in practice they are determined upon the dependence on the
length of the text needed, which is given by the investor - user.

installation: The whole element is attached to the background with sticking
tape 3M 16MP which provides a connection of quality to the background,
or by screw if the background is the paravent, itison or the like.

*The attachment of the elements is possible by screws if the background is the paravent,
itison or the like. The inscriptions produced are kept in the memory - archives of the
builder, what makes possible the manufacturing and the complete identity of inscriptions
at any change during usage of the building.

tehnical description: ALUMINUM Al 80 PROFILE FOR DESIGNATION OF SPACES
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tehnical drawing: ALUMINUM Al 80 PROFILE FOR DESIGNATION OF SPACES
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“NEW HERMES” DOOR DESIGNATIONS

The inscription is intended for designation of the individual rooms
in the representative business space.

The insert with the name of the room - service made of GRAVOPLY
material is put into the specially designed and electropolished aluminum
profile. The main features of this inscription are a rich outlook and the
possibility of exchange of the inscriptions.

It has been used to place this inscription at the more important
spaces as: the manager, design bureau, festive hall, meeting hall and the
like.

dimension: The standard dimensions of the inscriptions are 203.2 x 50 mm
and those of the insert 203.2 x 39 mm.

color: The color of the insert is one of the colors of the GRAVOPLY material
on choice.

material: The carrying profile is of electrolytic, electropolished aluminium
and is a product of the American company NEW HERMES. The insert is of
two - layered GRAVOPLY material of the same manufacturer.

production technique: By engraving by the programmed CNC machine
the upper layer of the two - layered GRAVOPLY material is removed under
which there emerges the lower layer of different color.

installation: The profile could easily be attached to the door by two wood
screws delivered together with the profile.

*The true outlook of the inscription one comes to just after viewing the sample.

tehnical description: “NEW HERMES“ DOOR DESIGNATIONS

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
Any use of this documentation for the purpose of designing and performance without the agreement by the author is prohibited. 35



-
ﬂmﬁ@f g} m 11 223 Belgrade, Dragise Vitosevica 5, tel. 011/390 78 79 fax. 011/390 79 80

50 mm

—rm—t

/#\

5|

203.2 mm

HEAD MANAGER

tehnical description: “NEW HERMES” DOOR DESIGNATIONS
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DESIGNATIONS OF TECHNICAL SPACES

These inscriptions are used for all auxiliary and technical spaces in
the cases where the office rooms are designated by the profile Al 80 or by
the NEW HERMES door inscription.

The most often case is where these spaces are in the basement of the
building, but some of them, like the auxiliary store, air - condition chamber,
telephone switchboard chamber and the like may be within the office space.

The inscriptions are suitable to designation of spaces of industrial
buildings for which we recommend the white background with black letters
for easy maintenance.

dimension: The inscription dimensions are 200 x 50 mm.
color: On choice from the producer’s shade chart with more than 20 shades.

material: The material the pictograms are made of is GRAVOPLY material
of the thickness of 0.8 mm, the product of the American producer NEW
HERMES.

production technique: By engraving by the programmed CNC machine,
the upper layer of the two - layered GRAVOPLY material is removed and
below it there emerges the lower layer of different color.

installation: The numeral is attached by double self - sticking tape 3M 468MP
which provides a solid connection to the background.

*The manufacturing of these inscriptions in other dimensions and of other materials is possible.
For instance, the manufacturing of these inscriptions of GRAVOGLAS material (engraved at
the backside) to designate the school spaces, hospitals and doctors’ offices is often carried out.
The inscriptions may be attached by attachment screws as well.

technical description: DESIGNATIONS OF TECHNICAL SPACES
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technical drawing: DESIGNATIONS OF TECHNICAL SPACES
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TRANSPARENT SPACE DESIGNATION LABEL

Because of many requests often made by our users, this more simple
variant of designation the spaces we have been included into our production
program.

The label is made of transparent clirit with the number of the space
engraved, and intended for insertion of the name of the service and the
name of the official on paper.

The user himself may type the necessary text and merely to put it
under the label by loosening slightly the attachment screw. If the user has
a laser printer available and he has printed the inscription on colored paper
he would get a better visual impression.
dimension: The standard label dimension is 80 x 110 mm.
color: Transparent clirit with the number painted in black.
material: Transparent clirit of 3 mm thickness.
production technique: Precisely cut out, the lowered phased border, en-
graved number and the holes processed by the milling machine for attach-

ment by the programmed CNC machine.

installation: By the plain head screw delivered together with the label.

*If the user has got no laser printer we are able to do this service, too.

technical description: TRANSPARENT SPACE DESIGNATION LABEL
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technical drawing: TRANSPARENT SPACE DESIGNATION LABEL
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SPACE DESIGNATION NUMBERS

The numbers are intended for the doorframe above the door or for
the door itself. It is needed to anticipate them at all spaces bearing in mind
that every space had an adequate key and a pendant with the same number.
Care should be taken of the partition accessory doors which mainly stay
unsecured, and so neither the key nor the pendant could have a designa-
tion. It is recommended that in such cases, beside the number, an additional
designation be added, for instance /1 or /4.

If a space is designated by an aluminum profile Al 80 to designate
the spaces including the space number too, putting this number is not needed.

dimension: Standard dimension of the number is 50 x 30 mm.

color: By the choice of architect - investor from the producer’s shade chart
with more than 20 shades.

material: GRAVOPLY material, an American producer NEW HERMES
product.

production technique: By engraving by the programmed CNC machine the
upper layer of the two - layered GRAVOPLY material is removed under
which there emerges the lower layer of different color.

installation: The numeral is attached by double self - sticking tape 3M 468MP
which provides a solid connection to the background.

*The manufacturing of numbers of other dimensions, shapes and materials depending on
the interior, is possible.

technical description: SPACE DESIGNATION NUMBERS
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technical drawing: SPACE DESIGNATION NUMBERS
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PICTOGRAMS

The pictograms are elements of visual communication which, by
adequate symbols, yield a clear and unambiguous information needed.

Standard pictograms of INFOFORM have been designed in that
way that they make a becoming family for modern business buildings.

- informations - wardrobe

- common wc - trocadero - pantry

- gentlemen’s wc - elevator

- ladies’ wc - waiting room

- telephone box - wheelchair

- coffee kitchen - post office

- restaurant - staircase

- first aid - keep away the flame
- no smoking - life danger

- smoking room - shower bath

dimension: Standard dimension of the pictogram is 105 x 100 mm.

color: On choice from the producer’s shade chart with more than 20 shades,
depending on the interieur and the background they are put on.

material: The material the pictograms are made of is GRAVOPLY material
of the thickness of 0.8 mm, the product of the American producer NEW
HERMES.

the symbol production technique: By engraving by the programmed CNC
machine the upper layer of the two - layer GRAVOPLY material is removed,
and under it there emerges the lower layer of different color. By the same
machine the form of pictogram with the given radius is cut through too.

installation: The pictogram is attached by double self - sticking tape 3M 468MP
which provides a solid connection to the background.

*For public buildings with a great frequency of people as railroad and bus stations, under-
ground, airports, restaurants, we possess a family of international symbol - pictograms.
These symbols have no esthetic value, but they yield a clear and unambiguous information
to anybody.

Besides the mentioned pictograms which are most often in practice, we also have got a
great number of less often used and special purposeful pictograms, which we did not include
into the standard ones because of their voluminousness and their rare usage, but for their
quick production and for their price they virtually could be included among the standard
ones. It is only needed to check if we possess an adequate solution. If not, we are able to
manufacture it at a given idea or to design it ourselves in our design bureau.

technical description: PICTOGRAMS
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technical drawing: PICTOGRAMS
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FIRE PREVENTION DESIGNATION
FOR NORMAL EVACUATION ACCORDING TO JUS

The sign belongs to the group of fire signs. It is placed in the direc-
tion of normal evacuation.

It is brought into accordance with the present JUS provisions. The
graphic form and the dimensions are determined in our organization in
the consultation of Fire Department of Ministry of Internal affairs.

The sign is designed so that it is totally symmetrical for the left and
the right directions.

The sign made in such manner meets the legal regulations, but it
visually yields no needed information to ignorant persons. Therefore, we
recommend that beside this sign an accessory sign at the fire pictogram
“PPI1” or “PPr” should be used.

dimension: Standard dimension of the FP designation is 250 x 100 mm.

color: The background is of milky white clirit with the symbol painted in
green.

material: Milky white clirit, 3 mm thick.

production technique: By engraving by the programmed CNC machine the
symbol is engraved and it is painted in green.

installation: By two ornamented screws.

* On special request signs - numerals to the symbol, which designate the number and the
length of fire pathway according to JUS at normal evacuation may be added.

technical description: FP DESIGNATION FOR NORMAL EVACUATION ACC. TO JUS
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*The sign is designed so that it is totally symmetrical for the left and the right directions.

technical drawing: FP DESIGNATION FOR NORMAL EVACUATION ACCORDING TO JUS
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FIRE PREVENTION DESIGNATION
FOR EMERGENCY EVACUATION ACCORDING TO JUS

The sign belongs to the group of fire signs. It is placed in the direc-
tion of emergency evacuation.

It is brought into accordance with the present JUS provisions. The
graphic form and the dimensions are determined in our organization in
the consultation of Fire Department of Ministry of Internal affairs.

The sign is designed so that it is totally symmetrical for the left and
the right directions.

The sign made in such manner meets the legal regulations, but it
visually yields no needed information to ignorant persons. Therefore, we
recommend that beside this sign an accessory sign at the fire pictogram
“PP1” or “PPr” should be used.

dimension: Standard dimension of the FP designation is 250 x 100 mm.

color: The background is of milky white clirit with the symbol painted in
green.

material: Milky white clirit, 3 mm thick.

production technique: By engraving by the programmed CNC machine the
symbol is engraved and it is painted in green.

installation: By two ornamented screws.

* On special request signs - numerals to the symbol, which designate the number and the
length of fire pathway according to JUS at emergency evacuation may be added.

technical description: FP DESIGNATION FOR EMERGENCY EVACUATION ACC. TO JUS
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*The sign is designed so that it is totally symmetrical for the left and the right directions.

technical drawing: FP DESIGNATION FOR NORMAL EVACUATION ACC. TO JUS
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FIRE PREVENTION PICTOGRAMS
Five standard fire pictograms of ours belong to the group of fire signs.

The green pictogram with a running man figure designated on the
technical drawing by “PPr” and “PP1” are used as added designations to
the designations fire prevention of normal evacuation according to JUS,
and fire prevention emergency evacuation according to JUS. These two
pictograms are used in practice independently too, without the plates
according to JUS, especially in the places where the pathways or parts of
the pathways of normal and emergency evacuation are the same.

The red pictogram for designation of the fire - extinguisher is inscri-
bed after the designation “PPe”, and according to the sort of the fire extin-
guisher besides which the designation is placed. This designation is taken
from the fire design and is inscribed in the visual communication design
besides the symbol “PPe”.

The two green pictograms to designate entrance and exit in our com-
pany are designed according to the international symbols. They are desig-
nated as it is given in the technical drawing as “PPex” and “PPen”.

dimension: Standard dimension 105 x 100 mm.

color: The pictograms with the designations of PPr, PPl, PPen, PPex are
green, and pictogram PPu is red with a white symbol.

material: The material the pictograms are made of is GRAVOPLY material
of the thickness of 0.8 mm, the product of the American producer NEW
HERMES.

production technique: By engraving by the programmed CNC machine the
upper layer of the two - layer GRAVOPLY material is removed, and under it
there emerges the lower layer of different color. By the same machine the
shape of the given radius is cut through.

installation: The pictogram is attached by double self - sticking tape 3M 468MP
which provides a solid connection to the background.

*Qur standard fire pictograms are intended for modern business buildings of the office type.
For great spaces, bus and railroad stations, airports, underground and them like objects,
we produce these and other kinds of fire designations of greater size on special request.

technical description: FP PICTOGRAMS
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technical drawing: FP PICTOGRAMS
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HYDRANT DESIGNATION

This designation belongs to the fire designations group. It is put upon
the hydrant door.

It is a frequent occurrence that hydrants in newer built buildings are
situated under the wood paneling, or behind the mirrors, or are built into
the walls and covered by the wallpaper.

In all these cases an adequate designation of quality, which would
meet the law provisions is unavoidable, and at the same time it does no
“endanger” the surrounding interieur. Considering that the color and the
symbol and even the size are determined by the law - giver, we did our best
to reach this effect.

dimension: Standard dimension is 150 x 140 mm.
color: The background is red with the white symbol.

material: The material the pictograms are made of is GRAVOPLY material
of the thickness of 0.8 mm, the product of the American producer NEW
HERMES.

production technique: By engraving by the programmed CNC machine the
upper layer of the two - layer GRAVOPLY material is removed, and under it
there emerges the lower layer of different color. By the same machine the
shape of the given radius is cut through.

installation: The pictogram is attached by double self - sticking tape 3M 468MP
which provides a solid connection to the background.

technical description: HYDRANG DESIGNATION
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technical drawing: HYDRANG DESIGNATION
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TABLE OR DESK INSCRIPTION

These inscriptions yield the information needed by the visitor from
the table or the desk they are placed on. They are most often put on the
reception desk, in the meeting and symposium halls, on the tables of the
officials dealing with the public and in the window service.

In the production program there are two kinds of inscriptions, single
and double. Both kinds have two types of inscriptions each.

The insert with an inscription of GRAVOPLY material is drawn into
a specially designed electropolished aluminum carrier, so that they make a
becoming and likeable entirety together. The inserts could if needed easily
be exchanged.

dimension: One - sided inscription has the dimensions of 177.8 x 25.4 mm,
and double sided of 203.2 x (one branch) 39 mm (the other branch) 50.8 mm.

color: The insert color is one of the standard colors of GRAVOPLY material
by choice. The color of the profile - carrier is the same as the color of the
electropolished aluminum.

material: The carrying profile is of electrolytical, electropolished aluminum,
a product of the American company NEW HERMES. The inscriptions are
of the two - layered GRAVOPLY material of the same producer.

production technique: By engraving by the programmed CNC machine the
upper layer of the two - layer GRAVOPLY material is removed, and under it
there emerges the lower layer of different color.

installation: The carrying profile has been designed to stand independently,
so that no added attachment is needed.

*The manufactured inscriptions are kept in the performer¢s memory - archives, what makes
it possible a quick manufacturing and total identity of at any exchange during use of the
object. On special request it is possible to manufacture an information board 1500 mm wide.

technical description: TABLE OR DESK INSCRIPTION
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technical drawing: TABLE OR DESK INSCRIPTION
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STANDARD KEY PENDANT

The key pendant is a constituent part of the elements of visual
communication of a business building. Apparently a secondary element,
but during the use of the building, it is unavoidable and an important one.

In the designing - investment part it nearly regularly has not been
treated because of much more important problems the designing houses
have to solve at projecting business buildings, or they are reckoning that
that would be done by the maintenance service. The maintenance service
is mainly a new formed one, and it lacks the experience and the designers’
approach to the problem.

From all the above said, and having a many years experience, our
company developed a standard pendant for business buildings. It has been
cut through by the programmed CNC machine through the yellow clirit in
the form of a tear with a steal, chromium - coated 'S’ shaped link. It is of a
becoming shape of exceptionally good quality and practically could be used
forever.

Beside the designation of the keys to the rooms, electricity boxes
and technological devices, the pendant could be successfully used for the
keys to closets, cupboards, tablets and others.

According to the current provisions the pendants to the spaces are
made in at least two copies, and one set of them is kept locked in the key
box at the main entrance or at the doorman, so that in the case of fire one
can react easily and quickly.

dimension: The pendant is made in the form of a tear with dimensions of
36 x 46 mm.

color: The background of the pendant is yellow and the engraved number
or text is black.

material: Clirit, 3 mm thick.

production technique: Cutting out and engraving with the CNC machine.

*On special request the manufacturing of the pendant may be made in another color as well
the different technological entireties to be separated. Painting of the engraved number (text)
in another color is also available.

technical description: STANDARD KEY PENDANT
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tecnical drawing: STANDARD KEY PENDANT
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HOTEL KEY PENDANT

The key pendant to hotel rooms is an exceptionally important and
key element in the business of a hotel.

For difference from pendants in a business building, the hotel key
pendant must meet further more complex requirements.

The main requirements a hotel key pendant must meet are:

- The pendant to be sufficiently great that on the way between the
room and the reception desk could not involuntarily be put into the
pocket and passed by the reception desk.

- To be light in weight, of blunt edges and designed so that nobody,
especially the children, could get hurt in a hurrying by falling down
Or even on purpose.

- Its color to be apparent so that it could be easily found in the disorder
of the room.

- The room number on it to be made so, that it by no means could
be damaged or destroyed, accidentally or on purpose.

- The key ring must be specially made and designed for this purpose,

so that the key could not be removed by hand.

- The pendant must not cause the damage to the furniture, to the
reception desk and to the tables in everyday use.

- The pendant, if possible, ought to be the standard product of a bigger
producer, so that spare or new ones could be provided even a longer

series of years later, and be entirely identical to the present ones.

Considering so complex requirements, the greatest producer in this
field, the American company NEW HERMES with an experience of 50 years
in their production program they have kept back only one kind of hotel key
pendant. The pendant type symbolically called 2000 meets all above mentioned
conditions, and is winning by its likeableness.

dimension: The pendant is 100 mm long, 30-40 mm wide and 2-10 mm thick.

color: Anodized aluminum of golden color.

material: Electrolytic aluminum, steel chromium coated ring, a special gold
gum that does not wipe down.

production technique: Engraving with the CNC machine.

All hotel keepers do know that the first thing the guest comes into
contact with and the last he or she gets separated from is the hotel pendant.

*On special request the logotype of the hotel may be engraved on the other side of the pendant.

technical description: HOTEL KEY PENDANT
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technical drawing: HOTEL KEY PENDANT
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NUMBER DESIGNATIONS OF PLACES FOR THE KEYS

The engraved numbers of the key places are on the plate placed in
the adequate place in the key box or on the key board.

The key box or the key board is placed at the desk clerk at the entrance
to the hotel. They are designed by the architect to go with the remaining
part of the interior.

The numbers in the places for the keys are identical to the numbers
on the key pendants.

dimension: Standard dimension of number plate is 24 x 12 mm.

color: By the choice of architect - investor from the producer’s shade chart
with more than 20 shades.

material: The material the pictograms are made of is GRAVOPLY material
of the thickness of 0.8 mm, the product of the American producer NEW
HERMES.

the symbol production technique: By engraving by the programmed CNC
machine the upper layer of the two - layer GRAVOPLY material is removed,
and under it there emerges the lower layer of different color.

installation: The pictogram is attached by double self - sticking tape 3M 468MP
which provides a solid connection to the background.

*Manufacturing of these numbers of other dimensions or shapes is available if needed.

technical description: NUMBER DESIGNATIONS OF PLACES FOR THE KEYS
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technical drawing: NUMBER DESIGNATIONS OF PLACES FOR THE KEYS
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KEY BOARD

The key board represents a standard modulating solution for 20
standard pendants.

Depending on the available room in the place intended for keys, the
boards may be attached horizontally or vertically, and so make a becoming
entirety.

The board is made of clirit and the brass key carriers are put on it.
The completed board is attached to the background by four screws.
dimension: Standard dimension of the key board is 360 x 250 mm.
color: The color of milky white clirit.

material: Milky white clirit, 3 mm thick.

production technique: Precisely cut out board, perforated by the programmed
CNC machine.

installation: By the wood screws delivered together with the board.

*On special request manufacturing of a key board of different dimensions and colors if the
interior requires so. For hotel pendants we are producing special boards using the standard
brass key carriers.

technical description: KEY BOARD
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technical drawing: KEY BOARD
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INVENTORY PLATES

Together with the key pendants, the inventory plates represent the
smallest, but in any case the unavoidable elements of visual communication
in the building.

In new - built objects the numbering of inventory plates is beginning
with the number 00001 and is continued in series to the number needed.
The standard plate contains the name of the firm and the needed numbering.

The total number of plates is determined according to the number
of the designed fundamental funds in the object (closets, tables, chairs and
so on), as well as according to the fundamental funds the investor - user
is planning to place after the completion of the building.

dimension: The standard dimension of the inventory plate is 36 x 15 mm.
The height of numerals is 4 mm.

color: The background black, the letters and the field, in which the numbers
are knocked into, of the color of aluminum.

material: Eloxated aluminum of 0.5 mm in thickness.
production technique: Planographic printing and numbering with machine.

installation: Gluing with a universal glue.

*On special request the manufacturing of the firm'’s logotype, attachment of the plate with
self - sticking tape, making holes for attachment, manufacturing of other dimension too, or
the manufacturing of plates identical to those already present in the object are available.
For difficult and industrial circumstances we are producing the inventory plates by the
chemical etching technology.

technical description: INVENTORY PLATES
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technical drawing: INVENTORY PLATES
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LAPEL SIGN SAFETY PIN

The lapel inscription yields the needed information about the person
wearing it. It is most often used by the medical personnel, the window
clerks, salesmen, the personnel on the fairs and so on.

The inscription is made of light plastic, it lies correctly on the lapel
and is easily readable.

At the backside of the inscription there is a safety pin to prevent
the accidental drop - off of the label.

dimension: Standard dimension of the lapel sign inscription is 65x20 mm.
color: Golden background, black letters.

material: The inscription is made of two - layered GRAVOPLY material,
and the safety pin is made of the chromium coated steel. Both of these
elements are made by the American company NEW HERMES.

the symbol production technique: By engraving by the programmed CNC
machine the upper layer of the two - layer GRAVOPLY material is removed,
and under it there emerges the lower layer of different color.

installation: The person wearing it may put it on and take it off easily.

*On request the production of other dimensions is available. In the former experience we
noticed that the inscriptions made of metal were ‘dropping off” and were not lying correctly,
so we do not recommend them. On special request we are delivering also the lapel inscriptions
consisting of a clothespin and a little plastic bag with a changeable insert.

technical description: LAPEL SIGN SAFETY PIN
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technical drawing: LAPEL SIGN SAFETY PIN
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Engraving fonts of INFOFORM

Minion Latin ABCDEFGH abcdefghij 1997.
Minion Cyrillyc ABBFHBEH( a6B1“1[e>K3 1997.
Minion Russian ABBFI[IHE}K a6Brne>I<3 1997.

Minion Italic Latin ABCDEFGH abcdefghij 1997.
Minion Italic Cyrillyc ABBI ﬂ BE)K- 6153 igleC3 1997.
Minion Italic Russian ABBF,HIUE}K a(S'BdeJf(B 1997.

Helvetica Latin ABCDEFGH adeefghlj 1997.
(Helvetica) Cyrillyc ABBIAE)X3 adsraoexs 1997.
(Helvetica) Russian AEBI'D,LLI, EX aSBrﬂe)K3 1997.

Stone Sans ABCDEFGH abcdefghij 1997.
Stone Sans Italic ABCDEFGH adeefghii 199/.
il Sans ABCDEFGH abcdefghij 1997,

DIN Mittelschrift Latin ABCDEFGHI a bcdefg h ij 1997.
(DIN Mittelschrift) Cyrillyc ABbB FLI E)XX3 abs raexs3 1997.
(DIN Mittelschrift) Russian ABB F}:l |.|.|, EX abB raexs 1997.

Kuenstler Script Latin M W 7997

(Kuenstler) Script Cyrillyc %/W L%V ey 7997
(Kuenstler) Script Russian %mm y Ly peee ety 7997

*Minion, Helvetica, Stone Sans and Kuensler Script are made as multilined (4 - 6 lines are passing
through each letter), and Gill Sans and DIN Mittelshrift as unilined.

Gill Sans is recommended for short inscriptions as the names of the officials on Al profile, for
the safety pins, the lapel inscriptions and long text information plates.

DIN Mittelschrift is recommended for technical inscriptions, cautions, exchange rate lists, the
names of the officials on Al 80 profile.

ENGRAVING FONTS OF INFOFORM

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
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REMARKS AND RECOMMENDATIONS TO THE DESIGN
DOCUMENTATION OF INFORM FOR PRODUCTION OF VISUAL
COMMUNICATION IN THE OBJECT

planner

design bureau

address

phone

fax

date signature

REMARKS AND RECOMMENDATIONS TO THE DESIGN DOCUMENTATION
OF VISUAL COMMUNICATION

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
Any use of this documentation for the purpose of designing and performance without the agreement by the author is prohibited.
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ACKNOWLEDGMENT OF RECEIPT THE DESIGN DOCUMENTATION
OF VISUAL COMMUNICATION ELEMENTS OF INFOFORM

I acknowledge the receipt of a set of design documentation.

If it emerges the need for usage of this documentation we would submit
the required information providing the validity to the agreement to design.

name of the planner

design bureau - working organization

address

phone

fax

date

signature of the recipient

*In the case of a change of the address or of the company, please send us the new one, that
we could be able to register the change that has taken place, and also be able in future to
be delivering the complements and changes of our documentation - INFOFORM.

ACKNOWLEDGMENT OF RECEIPT THE DESIGN DOCUMENTATION OF VISUAL COMMUNICATION

The project - technical documentation of INFOFORM has been protected in the authorship Agency under the number 020-1/93.
Any use of this documentation for the purpose of designing and performance without the agreement by the author is prohibited.



Production, Engineering and Commerce Company with full liability
INFOFORY, in further text the producer and

the bank account No.
in further text the designer, have signed

THE CONTRACT

of giving the service of designing the visual communication according to
the design documentation of the producer.
Article 1.

The parties have agreed that the designer, in working out the market and
in the concrete designs should use the producer’s design documentation
of the elements of visual documentation of the object.

Article 2.

The producer should, on the concrete request of the purchaser, and according
to the design of the designer from this Contract, manufacture the designed
visual communication elements.

Article 3.

For every accepted and realized design, and after collecting the payment, to
the designer belongs the compensation in the amount of 3% of the value of
the contracted business which the producer should pay to the designer’s
account in three days.

Article 4.

This Contract is made in two identical copies, one of them belongs to each
party.

In Belgrade,

date:

PRODUCER DESIGNER




